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Typ
napětí 

[V]

max. 
příkon

[W]

max. 
proud

[A]

otáčky 

[min-1]

max. průtok 

[m3/h]

akust. tlak* 

[dB(A)]

pracovní
teplota

[˚C]

max. relativní 
vlhkost 

[%]

hmotnost 

[kg]

plocha 
místnosti

[m2]

PAP 350 CA H14 230 98 0,7 3270 350 51 -10 až +40 70 35 27–36

PAP 350 VOC H14 230 98 0,7 3270 350 51 -10 až +40 70 35 27–36

PAP 420 H14 230 98 0,7 3270 420 52 -10 až +50 90 33 30–40

* akustický tlak je měřen ve vzdálenosti 3 m ve volném akustickém poli; ** komerční a kancelářské prostory s výškou stropu 3 m

Čističky vzduchu

PAP 350, PAP 420
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tiché provedení

Technické parametry

• robustní řešení pro profesionální použití
• kolečka pro snadnou manipulaci
• vestavěný difuzor pro rovnoměrnou distri-

buci čistého vzduchu v místnosti 
• vertikální výstup vzduchu 
• tichý chod
• vhodná pro místnosti do 40 m2 
• rámová konstrukce se sendvičovými 

panely s protihlukovou izolací tloušťky 
18 mm

• 3 typy filtrace 
• ovládání pomocí potenciometru
• pro vnitřní použití 

Oběžné kolo
ventilátoru je radiální s dozadu zahnutými 
lopatkami. 

Motor
je bezkartáčový DC s vysokou účinností 
a nízkou spotřebou, napájení 230 V ± 10 %, 
50/60 Hz. Krytí IP44, kuličková ložiska, 
tepelná ochrana. 
 

Filtrace
PAP 350 CA H14 – filtry F7 + uhlík. filtr + H14
• bakterie, viry, rozptýlené částice (PM1, 

PM2,5 a PM10) a pachy
PAP 350 VOC H14 – filtry F7 + VOC Filtr + H14
• prach, pyl, výtrusy, bakterie, viry, rozptýle-

né částice (PM1, PM2,5 a PM10), pachy, 
formaldehyd, etylen, CO, SO2, NOX a VOC

PAP 420 H14 – filtry F7 + H14
• prach, pyl, výtrusy, bakterie, viry a rozptý-

lené částice (PM1, PM2,5 a PM10)

Nastavení
průtoku pomocí potenciometru na čelním 
panelu. ON/OFF vypínač je integrovaný na 
zásuvce pro připojení síťového napájení.
Síťový kabel je součástí dodávky.

Doplňující vyobrazení

vestavěný difuzor potenciometr - volba průtoku On/OFF vypínač
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Čističky vzduchu

PAP 350, PAP 420
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PAP 420 H14 – proud vzduchu

Příslušenství

Typ F7 předfiltr CA / VOC filtr H14 HEPA filtr počet filtrů

PAP 350 CA H14 AFR F7 PAP 420/350 AFR CA PAP 350 AFR H14 PAP 420/350 1

PAP 350 VOC H14 AFR F7 PAP 420/350 AFR VOC PAP 350 AFR H14 PAP 420/350 1

PAP 420 H14 AFR F7 PAP 420/350 – AFR H14 PAP 420/350 1

www.solerpalau.com

PORTABLE AIR PURIFIERS
PAP 420-350 Series

Air purifier PAP 420-350

Portable air purifiers for commercial 
and healthcare settings. Manufactured 
with aluminium profile structure and 
sandwich-type panels made of galvanised 
sheet steel, externally painted, plus 
18 mm acoustic insulation, which gives 
them a high attenuation of radiated sound 
levels.

Versions
– Only available in a vertical flow version.
–  Available with three different filtration

levels depending on the type of particle
or contaminant to be filtered (see table
on next page).

With the exception of the F7 pre-filters, 
all other filters come in bags to protect 
them from dust and environmental 
contaminants.
Absolute filter assembly system using 
threaded knobs, which guarantees good 
tightening between filter and frame, 
minimising the air by-pass outside the 
normal filter in the filters mounted on 
guides.

Fan
High-pressure backward fan
available, with brushless DC motor, 
high-efficiency and low consumption, 
power supply 230V±10% 50/60Hz, IP44, 
ball bearings, thermal protector. They 
include a stop/start switch and a manual 
potentiometer that allows the air flow 
setting to the premises’ needs.

Other data
All versions come with 4 wheels, making 
it easy to move the unit to the desired 
location.
Designed for indoor usage.  
PAP 420 Models: Working temperature 
from -10ºC to +50ºC. Maximum relative 
humidity: 90%.
PAP 350 Models: Working temperature 
from -10ºC to +40ºC. Maximum relative 
humidity: 70%.

Built-in diffuser
The air diffuser distributes 
the purified air in
the four different directions, 
distributing the airflow 
throughout the room.

Easy and precise regulation
The integrated manual 
potentiometer allows to 
precise the adjustment of the 
air flow rate.

PAP 350 AC and PAP 350 VOC 
versions
Wire mesh filters filled with 
absorbent pellet material. 
The built-in filters in these 
versions absorb odours and/
or gases and VOCs from 
the environment using the 
principle of adsorption and 
chemisorption.

Heavy-duty structure
Its aluminium profile 
structure and the 18 mm 
thick sandwich panels make 
it extremely robust, and ideal 
for professional use.
Its four 40 mm diameter 
wheels make it easy to move 
the unit.

Certified HEPA H14 
efficiency
Minimum 99.995% filtration 
according to regulation 
EN-1822. Each PAP purifier 
includes an individual 
certification that states that 
each filter has passed the 
corresponding laboratory 
test.

Stop/Start switch
Power socket with integrated 
cut-off switch. Cable supplied 
with the equipment.

Tabulky rychlého návrhu
Nastavení potenciometru v závislosti na typu a ploše místnosti.

výška 
[m]

plocha místnosti [m2]

10 15 20 25 30 35 40

5,0 6 7 8 10 – – –

4,5 6 7 8 9 – – –

4,0 6 7 7 8 10 – –

3,5 5 6 7 8 9 10 –

3,0 4 6 7 7 8 9 10

2,5 4 5 6 7 7 8 8

výška 
[m]

plocha místnosti [m2]

10 14 18 22 26 30 36

5,0 7 8 10 – – – –

4,5 7 8 9 – – – –

4,0 6 7 8 10 – – –

3,5 6 7 8 9 10 – –

3,0 6 7 7 8 9 10 –

2,5 5 6 7 7 8 8 10

výška 
[m]

plocha místnosti [m2]

6 8 12 16 20 24 30

5,0 6 7 9 – – – –

4,5 6 7 8 10 – – –

4,0 6 6 7 9 – – –

3,5 5 6 7 8 10 – –

3,0 5 6 6 7 9 10 –

2,5 4 5 6 7 8 9 10

PAP 420 H14
málo používané místnosti
(recepce, hotelové haly, ordinace, ...) 

středně používané místnosti 
(kanceláře, zasedačky, obchody, třídy ...)

často používané místnosti  
(kavárny, restaurace, čekárny, obchody, ...)

výška 
[m]

plocha místnosti [m2]

10 15 20 25 30 35 40

5,0 6 7 8 10 – – –

4,5 6 7 8 9 – – –

4,0 6 7 7 8 10 – –

3,5 5 6 7 8 9 10 –

3,0 4 6 7 7 8 9 10

2,5 4 5 6 7 7 8 8

výška 
[m]

plocha místnosti [m2]

10 14 18 22 26 30

5,0 8 9 – – – –

4,5 8 9 10 – – –

4,0 7 8 9 – – –

3,5 7 8 9 10 – –

3,0 7 8 8 9 10 –

2,5 6 7 8 8 9 9

výška 
[m]

plocha místnosti [m2]

6 8 12 16 20 24

5,0 7 8 10 – – –

4,5 7 8 9 – – –

4,0 7 7 8 10 – –

3,5 6 7 8 9 – –

3,0 6 7 7 8 10 –

2,5 5 6 7 8 9 10

málo používané místnosti
(recepce, hotelové haly, ordinace, ...) 

středně používané místnosti 
(kanceláře, zasedačky, obchody, třídy ...)

často používané místnosti  
(kavárny, restaurace, čekárny, obchody, ...)

PAP 350 CA H14 / PAP 350 VOC H14

HEPA filtr AFR H14 PAP 420/350
minimální účinnost fitrace 99,995% dle EN-1822

AFR CA PAP 350 nebo AFR VOC PAP 350
uhlíkový filtr


